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IONAL SERICES SPS 364.0301

Chapter SPS 364
HEATING, VENTILATING AND AIR CONDITIONING

Subchapter| — Scope
SPS 364.0001 Scope.

Subchapter Il — Changes, Additions or Omissions to the International
Mechanical Code (IMC)

SPS 364.0100
Code(IMC).

Definitions.

Health care facilities.

General regulations.

Installation.
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Other requirements.
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SPS 364.0404
SPS 364.0407
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Chemical and septic toilets.

General.

Required systems.

Commercial kitchen grease ducts and exhaust equipment.
Commercial kitchen hoods.

Smoke control systems.

Enegy recovery ventilation systems.
General.

Plenums.

Smoke detection system control.

Ducts and air-transfer openings.

Chimneys and vents.
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Appendices.
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Note: Chapter Comm 64 as it existed on June 30, 2002 was repealed and a
chapterComm 64 was createRegister December 2001 No. 5%Fective July 1,
2002. Chapter Comm 64 was renumbered chapter SPS 364 under s. 13.92 (4) (
Stats. Register December 20No. 672

Subchapter| — Scope
SPS 364.0001 Scope.

mechanicabystems that provide control of environmewtahd

tions and related processes within buildings. This chapter sh%m
also regulate those mechanical systems, system componeps,

This chapter shall regulate the
design, installation, maintenance, alteration and inspection o

iséwv August 201 No. 668 correction in (2) madander s. 13.92 (4) (b) 7., Stats.,
RegisterDecember 20l No. 672
b) 1.,

SPS 364.0300 Health care facilities. (1) This is a
departmentule in addition to the requirements in IMC chapter 3:
In addition tothe requirements in this code, the heating and ven
tilation systems for healtbare facilities only shall conform to the
pplicableprovisions of The Facilityuidelines Institute (FGI)
uidelinesfor Design and Construction of Health C&iilities,
ceptas provided in sulg2).
ote: The Guidelines for Design and Construction of Health Care Facilities are
intended for use in the design or construction oA@8ystems for other types

equipmeniand appliances specificalyddressed herein. The usef institutional health care facilities including community-based residential facilities
of fuel gas d|str|but|om|p|ng and equipment, fuel gas—ﬂred(CBRFS)Or residential care apartment complexes (RCACSs).

appliancesand fuel gas—fired appliance ventisgstems shall be
regulatedby ch.SPS 365

History: CR 00-179 cr. Register December 2001 No. 5%F. 7-1-02;CR
06-120r. and recrRegister February 2008 No. §2&f. 3-1-08; correction made
unders.13.92 (4) (b) 7.Stats.Register December 20No. 672

Subchapter Il — Changes, Additions or Omissions to
the International Mechanical Code (IMC)

SPS 364.0100 Changes, additions or omission to
the International Mechanical Code (IMC).  Changes, addi
tionsor omissions to the IMC ampecified in this subchapter an
arerules of the department and ar@ requirements of the IMC.
Note: The sections in this subchapter are generally numbered to corresifond
the section numbering in the IMC; e.g., s. SPS 364.@td&sponds to IMC section
102.

History: CR 00-179 cr. Register December 2001 No. 5%F. 7-1-02;CR
04-016 am.Register December 2004 No. 5&. 1-1-05.

SPS 364.0202 Definitions. (1) AbpbpITIoNS. These are
departmentlefinitions in addition to the definitions for thihap
terin IMC section 202:

(c) “DHS” means the department of health services.

(d) “Health care facility” means a hospital, nursing home,
outpatient sigical facility.

(2) SusstiTuTiONS. Substitute the followingneanings for the
correspondinglefinitions in IMC section 202: “Approved” has
the meaning given in SPS 362.0202 (2)

History: CR 00-179 cr. Register December 2001 No. 55. 7-1-02;CR
01-139r. (2) (b), renum. (2) (c) to be (2) (Begister June 2002 N658 ef. 7-1-02;
correctionin (2) (b) made under s. 13.93 (2m) (b) 7., StRsgister April 2003 No.
568 CR06-120 am. (1) (intro.),.r(1) (a), (b) and (2) (b), and recr(1) (d), renum.
(2) (a) to be (2Register February 2008 No. §24f. 3—-1-08; correction in (2nade
unders. 13.92 (4) (b) 1., StatRkegister February 2008 No. §2afrrections in (1)
(c) made under s. 13.92 (4) (b) 6., St&®;10-103 am. (1) (dRegister August 2a1
No. 668 eff. 9-1-11; corrections in (2) made under s. 13.92 (4) (b) 1., 7., SRatg-,

(2) (a) The requirements in parts 1 ahdf FGI guidelines are
notincluded as part of this chapter

(b) This is a department rule in addition to the requirenients
part6 of the FGI guidelines: Addenda a, b, d, e and f for ASHRAE
170are included as part of this chapttcept as provided in sub.
2.

(c) Substitute the following definition for the corresponding
definition listed in ASHRAE 170 section 3: “Alteration”, has the

meaningas given in IEBC section 202.
Note: IEBC section 202 defines “alteration” as “any construction or renovation

doan existing structure other thamegair or addition Alterations are classified as

Level 1, Level 2, and Level 3".
History: CR 06-120 cr. Register February 2008 No. §2éf. 3-1-08;CR
10-103 renum. to (1), cr(2) Register August 2A1No. 668 eff. 9-1-11.

SPS 364.0301 General regulations. (1) Scope. Sub
stitutethe following wording for the requirements in IMC section
301.1: This chapter shall govern the approval and installatfon
all equipment anappliances that comprise parts of the building
mechanicalsystems regulated kyis code in accordance with
subch.1.

(2) ENERGY uTILIZATION. This is a department informational

soteto be used under IMC section 301.2:
Note: See chSPS 363or additional requirements.

(3) LiSTEDAND LABELED. Substitute the following wording for
therequirements in IMC section 301.4:

(a) General. All appliances regulated by thitiapter shall be
listed and labeled as specified in this chapteless approvelly
thedepartment in accordance with j§a) or the product approval
criteriain s.SPS 361.50

(b) Unlisted appliances.The department may approve an
installationof an unlisted appliance after receipt of all of the fol
lowing:
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SPS 364.0301 WISCONSINADMINISTRATIVE CODE 38
1. A statement from the appliance manufactumelicating Storage NMR
the national standard with which the appliance complies.
2. The results of a test on toatput and safety controls in| Elevator cars NMR
accordancevith the national standard used by the manufacturerjanitor closets NMR
History: CR 00-179 cr. Register D ber 2001 No. 55#. 7-1-02;CR ;
Ol—llsBcE;rK and recr(2) (a‘irangg(lg)'«?erzgisig?rj]]ur?é 2002 Ng. 558f. 7-1-02;CR Locker and dressmg rooms 70
04-016 renum. (1) to'(4) to be (2) to (5) and am. (&) cr (1) Register December | Shower rooms 70

2004No. 588 eff. 1-1-05;CR 06-120am. (3) (b), r(4) and(5) Register February
2008No. 626 ef. 3-1-08;CR 10-103am. (3) (b) 2Register August 2A1No. 668

eff. 9-1-11; correction in (3) (a) made underl®.92 (4) (b) 7.Stats. Register Food processing NMR
Decembe2011 No. 672 printing 60
SPS 364.0304 Installation. This is a departmerfor- — .
mationalnote to be used under IMC section 304.2: NMR = No minimum requirement
Note: See sSPS 361.03 (Jpr clarification on the application of éfent require  a Forinside temperature requirements in health care facilities, use-Ameri
mentsand where the most restrictive requirements apply canlinstitute of Architects (AIA) Guidelines for Design and Construc
History: CR 00-179cr. Register December 2001 No. 5%&. 7-1-02. tion of Hospital and Health Care Facilities.

SPS 364.0306 Access and service space.  This is a (2) SeasonALoccuPancIEs. The heating requirements but not

departmenexception to the requirementsiMC section 306.5.1; theventilation requirementsiay be waived during the period of

Theseprovisions do not apply when the installation consists 2y 1 through October 15 for tiiellowing or similar occupan
fansonly. cles: drive—in eating places, club housesitdoor toilets, camp

History: CR 00-179 cr. Register December 2001 No. 55F. 7-1-02;CR lodgebuildings, canning factories and migrant labor camps.

06-120 am.Register February 2008 No. 62€f. 3-1-08. History: CR 00-179 cr. Register December 2001 No. 5%F. 7-1-02;CR
01-135 am. (1)Register June 2002 No. 558F. 7-1-02;CR 06-120r. and recr

h . RegisterFebruary 2008 No. 62&ff. 3—1-08; correction in (1) made undef.8.92
SPS 364.0307 Auxiliary and secondary drain  SyS-  (4)(b) 7, Stats. Register December 20No. 672

tems. The requirements in IM8ection 307.2.3 are not included
aspart of this chapter SPS 364.0312 Heating and cooling load calcula -
History: CR 10-103cr. Register August 2A1No. 668 eff. 9-1-11. tions. This is a department informational note to be used under

IMC section 312:
SPS 364.0309 Temperature control. ~ These are depart Note: For design parameters in the IECC refer t&S¢t5 363r IECC section 503.

mentexceptions to the requirements in IMC section 309.1: History: CR 00-179cr. Register December 2001 No. 5&F. 7-1-02.
(1) ALTERNATE MINIMUMS. For those interior spaces intended
for human occupancy listed imble 364.030%he heating system  SPS 364.0313 Other requirements. These are depart
shallbe capable of maintaining an inside temperature of not lgg€ntrules in addition to the requirements in IMC chapter 3:
than that shown in the table at 3 feet above the.floor (1) BALANCING, FINAL TESTREQUIRED. Every heating, ventilat
Table 364.0309 ing and air conditioning system shall be balanced upon installa
. tion. The person aagency responsible for balancing of the venti

Alternate Minimum Inside Temperature lating system shall document in writing the amount of outdoor air

Minimum Inside beingprovided and distributed for the building occupants and any
Occupancy Types Temperature otherspecialty ventilation.The document shall be retained at the
(degrees F) siteand shall be made available to the department upon request.
(@) Air systems shall be balanced inm@anner to minimize
Dry cleaners, laundries, laundry 60 losses fromdamperthrottling by first adjusting fan speed then
rooms adjustingdampers to meet design flow conditions. Balancing pro
ceduresshall be acceptable to the department. Damper throttling
E ional training sh alonemay be used for air system balancing with fan motors of 1
ducational training shops 60 hp or less, or if throttling results in no greater than 1/3 hp fan
Commercial kitchens 60 horsepowerdraw above that required if the fan speedre
adjusted.
Health care facilities, hospitals, Footnote a (b) Either o_f the following test methods shall be useq: _
nursing homes, ambulatory gery 1. Hydronic systems shall be balanced in a matuneini-
centers mize valve throttling losses by first trimming the puimpeller
or adjusting the pump speed then adjusting the valvesetet
Factories and machine shops 60 designflow conditions.
Foundri P NMR 2. Valve throttling alone may be used for hydronic system bal
oundries ancingunder any of the following conditions sigecified in subd.
Sawmills NMR 2. a.tod.
. . a. Pumps with pump motors of 10 hp or less.
Garages at private dwellings NMR b. If throttling results in no greater than 3 hp pump horse
Aut i . d . 60 powerdraw for pumps of 60 hp or less, or no greater than 5% of
utomotive service and repair pumphorsepower draw for pumps greater thamppabove that
garages . requiredif the impeller were trimmed.
Car washes, enclosed: NMR c. To reserveadditional pump pressure capability in open cir
Self-serve 60 cuit piping systems subject to fouling.alVe throttling pressure
All other types drop shall not exceed that expected for future fouling.
. ) d. Where it can be shown that throttling will not increase-over
Ice skating rinks (indoor) NMR all building enegy costs.
Natatoriums 76 N Note: Nati%nal Envilronmental Ballancing Bureau (l\llEBB)dPrt()jcedtl]Jral ﬁtandardsi
i i 1 the Associated Air Balance Council (AABC) National Standards, the Sheet Metal
Roller skating rinks (indoors) 60 andAir ConditioningContractors Nati(gnal As)sociation, Inc. (SMACNA), or equiva
lentbalancing procedures are acceptable to the department.
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(2) BALANCING, PROPERWORKING CONDITION. HVAC control  outsideor mechanical exhausentilation as specified inable
systemsshall be tested to assure that control elementsare 364.0403.
brated,adjusted and in proper working condition. (2) WHENREQUIRED. Substitute the following wording for the
(3) BALANCING, OPERATING AND MAINTENANCE MANUALS. (a) requirement®f IMC section 401.3:
The designer orinstaller shall provide the owner with written (a) Except as provided in péb), ventilation shall be provided
instructionsfor the operation and maintenance of theAd@\&ys  during the periods that the room or space is occupied.
temsandequipment. An operating and maintenance manual shall () Mechanical exhaust ventilation shall be provided for-nata
be provided to the building owner or operatdhe manual shall torjumseven when the space or building is not occupied.
include basic data relating to the operation and maintenance of 4) |\7ake openinGs. (a) Substitute the following wording for
heating, ventilating and air conditioning (FAC) systems and yhe requirements in IMC introductory section 401.4: Air intake
equipment. openingsfor both mechanical angravity ventilation systems
(b) Required routine maintenance actions shall be clearly ideshall comply with all of the following:
tified. Where applicable, HAC controls information such as dia (b) Substitute the following wording for the requirements in
grams, schematics, control sequence descriptions, and mainQC ‘section 401.4. 2.: Intake openings shalldzated not less

nanceand calibration information shall be included. than10 feethorizontally from any hazardous or noxious contami
(4) AppLicaBILITY. This is a department rule in addition to thevantsource.
requirementsn IMC chapter 1: (c) This is a departmenale in addition to the requirements in

(a) The designer or installer shall provide the owner with-writMC section 401.4:The lowest side of outside air intake required
teninstructions forthe operation and maintenance of the systegpeningsshall be located at least 12 inches vertically from the
and equipment. An operating and maintenance manual shall dgjoininggrade level, above adjoining roof surfaces, or above the
providedto the building owner or operatoiThe manual shall bottomof an areaway

include basic data relating to the operation and maintenance of(d) These are department exceptions in addition to the require
heating, ventilating and air conditioning (FAC) systems and mentsin IMC section 401.4 and pdc):

equipment. _ _ _ _ 1. The setbacklistances as specified in IMC section 401.4
_(b) Required routine maintenance actions shall be clearly idethdpar (c) shall not apply to the combustion air intake of a direct
tified. Where applicable, HAC controls information such as dia ventappliance.
grams,schematics, control sequence descriptions, and mainte 2 ' \where it can be demonstrated that an engineered system
”iﬂ‘iea”dc‘;aé'g’rﬁgon Fl{nfqrtmaDtlon Sbha'l_o%? "\E‘dgg—‘% o2 CR designwill prevent the maximum concentration of contaminants
Istory: — Cr. Register becember 0. . (—1-02; H H HE i H
061201 and recr(3) Register February 2008 No. 624, 3-1-08.CR 10-103(4) Proughtin through the outside air intake from exceeding the maxi
renum.from Comm 64.010Register August 2A1No. 668 ef. 9-1-11. mum contaminant concentration obtainable by providing the sep
arationdistances iraccordance with IMC section 401.4 and. par
SPS 364.0401 Ventilation. (1) VENTILATION REQUIRED. (c), the outdoor air intakes may be located@aordance with such
(a) These are department rulesaiidition to the requirements in €ngineeredsystem design.
IMC section 401.2: Note: See chSPS 38Zor plumbing vent setbacks. That rule requires plumbing
o . . ventsto bel0 feet from air intakes and 10 feet horizontally from or 2 feet above roof
1. Natural ventilation shall be in accordance witt6BS scuttlesdoors or openable windows.
364.0402 Note: See NFR standard 45, Fire Protection for Laboratories Usbiigmicals,

. - . . adoptedunder sSPS 362.35Qfor chemical fume hood exhaust location. Health
2. Mechanicalentilation shall be in accordance with IMCcareand related facilities may have additional requirements.

section403 and as modified in sSPS 364.0403 (1 (6). History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR

. . 01-135r. and recr(4) (a) (intro.), cr(4) (a) 4. and (b) 5CR 01-139 r. and recr

(b) These are department exceptions to the requireroéntga) a) 3., am. (4) (b) Register June 2002 No. 558, 7-1-02:CR 06-120r. and
IMC section 401.2: recr.(1), (2) and (4) (a),.13), (4) (b) 2. to 4., am. (4) (b) (intro.), 1. and (5) (intro.),

. - P renum.(4) (b) 5. to be (4) (b) 2. and am., @) Register February 2008 No. 62f.

1. Outdoor air ventilation by natural or mechanical mearS;-0gCR 10-103r. and recr(1), renum. (4) (a) and (b) o be (4) (c) andaiadl

shallbe permitted to be omitted in dgr volume spaces contammgaAm., cr (4) (a) and (b), renum. (5) and (6) to be Comm 64.0501 (3) ariRkister

u

(b),
; gust2011 No. 668 eff. 9-1-11 correction in (1) (a) 1., 2., (b) 2., 3. made under
5,0000r more cubic feet per occupant. s.13.92 (4) (b) 7.Stats. Register December 20No. 672

2. Atoilet roomthat has only one water closet or urinal and
no bathtub or shower may be provided with either natural ventila SPS 364.0402 Natural ventilation.  Thisis a department
tion via a window or louvered opening with at least 2 square fegle in addition to the requirements in IMggction 402: The use
of area openable directly to the outside or mechanical exhagknatural ventilation shall be permitted under either of the fol
ventilationas specified in 8ble 364.0403 lowing:

3. Ajanitor closet that has only one service sink may be pro (1) In occupancies specified iralile 364.0402.
vided with either natural ventilation via a window or louvered (2) For any occupangyprovided an engineered desiguli-
openingwith at least 2 square feet of area openable directly to tteteshow the ventilation satisfies the needs of the occupancy
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SPS 364.0402

WISCONSINADMINISTRATIVE CODE

Table 364.0402
Natural Ventilation
Allowed for Specific Occupancies

40

Occupancy Classification

Corr ectional facilities

Cells without plumbing features
Dining halls < 100 persons
Guard stations

Day room

Booking/waiting

Dry cleaners, laundries
Coin-operated dry cleaners
Coin-operated laundries
Storage, pick up

Education
Auditoriums < 100 persons

Business aeas

Conference rooms < 100 persons
Reception areas < 100 persons
Main entry lobbies < 100 persons

Public spaces
Places of religious worship

< 100 persons
Courtrooms < 100 persons
Legislative chambers < 100 persons
Libraries < 100 persons
Museums/galleries < 100 persons

Dwellings units

Sports and amusement
Discos/dance floors < 100 persons
Bowling alleys (seating areas)
< 100 persons
Game arcades < 100 persons
Ice arenas without combustion
engines < 100 persons
Gym, stadium, arena (play area)
< 100 persons
Spectator areas < 100 persons
Swimming pools (pool and deck
area) < 100 persons
Health club/aerobics room
< 100 persons

Media center Garages Health club/weight room
Music/theater/dance Kitchens < 100 persons
Day care facilities < 20 children Living areas

(through age 4)
Lecture < 100 persons
Multiuse assembly < 100 persons

Food and beverage service

Bars, cocktail lounges < 100 persons
Cafeterias, fast food < 100 persons
Dining rooms < 100 persons

Retail stores, sales floors and
showroom floors

Sales

Dressing rooms

Mall common areas

Storage rooms

Theaters

Auditoriums < 100 persons
Lobbies < 100 persons
Stages, studios < 100 persons

Transportation
Platforms < 100 persons
Waiting rooms < 100 persons

Kitchens (cooking) Specialty shops
Pet shops (animal areas) Workrooms
Hotels, motels, esorts and Supermarkets Meat processing
dormitories Car Washes Pharmacy (prep. area)
Multipurpose assembly < 100 Enclosed parking garages 850.2F Photostudios
persons less in area and storing 5 or fewer| Copy, printing rooms

Bedroom/living room
Conference/meeting < 100 persons
Dormitory sleeping areas

Gambling casinos < 100 persons
Lobbies/prefunction

vehicles

History: CR 00-179cr. Register December 2001 No. 5%&F. 7-1-02;,CR 06—-120am.Register February 2008 No. §28f. 3-1-08;CR 10-103r. and recrRegister

August2011 No. 668 eff. 9-1-11; correction in (1) made underl8.92 (4) (b) 7.Stats.Register December 20No. 672

SPS 364.0403 Mechanical ventilation. (1) Outboor spacesshall be exhausted, including any air in excess of that
AIR REQUIRED. (a) Substitute the following wording for tegcep requiredby Table 364.0403.
tion in IMC section 403.2: Where it can be demonstrated that an(3) RecircuLATIONOFAIR. This is a departmeittformational
engineered/entilation system design will prevent thraximum noteto be used under IMC section 403.2.1:
concentrationof contaminants from exceeding the maximum Note: The following are examples where thepartment will accept air trans
obtainableby providingthe rate of outdoor air ventilation deter ferredfrom: cor.ridor to toilet room; corridor to cloakom or janitor close_t; dining
mined in accordance with IMC section 403.3, as modified b&%@f;’g'g;t?fé‘gﬁ?ﬁfﬁ%°21ﬁ%é?'¢%l§?omng?ihmonés_'”m to locker room; showroom
subs.(2) to (6), the minimum required rate of outdoor air may be “4)" travsreraR. Substitute the following wording for the
reducedin accordance with suatngineered system design. A,

o - ; . . quirementsn IMC section 403.2.2: Except where recirculation
ventilationsystemcomplying with IMC section 403.3 without the ¢, 5,ch spaces is prohibited baitTe 364.0403, air transferred
modificationsof subs.(2) to (6) is recognized as meeting thisg, ’

f om occupied spaces is not prohibited from serving as makeup air
exception. _ B _ . forrequired exhaust systems in such spaces as kitchens, baths, toi
(b) This is a department rule in addition to the requireniants|et rooms, elevators and smoking lounges. dimeunt of transfer
IMC section 403.2: The outdoor air shall be free from contamingr and exhaust air shall be gaient to provide the flow rates as
tion of anykind in proportions detrimental to the health and comypecifiedin sub. 5. The required outdoor air rates specifed
fort of the general population exposed to it. Table 364.0403 shall be introduced directly into such spaces or
(2) RECIRCULATION PROHIBITED. Substitute the following into the occupied spaces from which air is transferred or a com
wordingfor exception 3 in IMC section 403.2\X¥heremechani  pinationof both.
cal exhaust is governed byfle 364.0403 footnote c., recircula
tion of air from such spaces is prohibited. All air supplied to such
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(5) VENTILATION RATE. Substitute the following wording for directly to the outside or mechanical exhauesttilation as speci
the requirements and exception in IMC section 403.3: fied in Table 364.0403.

(a) Ventilation rate determinationl. Except as provided in 3. ‘Locker and shower rooms.” An adjoining locker room,
sub.(1) (a)and sSPS 364.030( mechanical ventilation systemshowerroom and toilet room shall be exhaustethatrate speei
shallbe designed to have the capatitysupply a minimum out fied in Table 364.0403 based on thegkest amount of exhaust
doorairflow rate of 7.5 cfm per person as determined in aecorgquiredfor any of the three rooms. A negative pressure refation
ancewith Table 364.0403 based on the occupancy of the spate ship shall be maintained in the shower and toilet rooms with
the occupantoad or other parameters stated therein. A meehapéspecto the locker room.
cal ventilation system shall be designed to have the captacity . Hation ;
exhaustair as specified indble 364.0403 except as provided iNir :ﬁd Zgﬁg’fsr;tg?rt '%néy It?earggfl?:tgé":gn étrr:ﬁn\i/%lﬂmeo?flsgfp;ﬁlger

par.(c). squarefoot of pool surface provided automatic humidity controls

2. a. Exceptas provided in sulidb.tod., the occupant load performso as not to create accelerated building material deteriora
utilized for design of the ventilation systeshall not be less than jon from moisture condensation
the number determined from the estimated maxinagoupant . C .
load rate indicated in able 364.0403. (d) Common ventilation system airflod. Substitute the fol

b Th timated . t load be det lowing wording for the requirements in IMC sections 403.3.1
_ b. The estimated maximum occupant load ra&y be deter ,.,,4h403.3.2.3.4: Where multiple spadesving diferent ven
mined using other means with justification acceptable to tr}

X flation rate requirements are served by a common ventilagi®n
ggﬁggtlrgento show that a diérent number obccupants is rea tem, the minimum amount of outdoor airflow supplied by the ven

. . tilation system shall equal the total outd@iflow required for
c. Where there is no value indicated for the net square feet ggknspace if each space is provided with minimum air changes in
person in @ble 364.0403, the actualimber of occupants shall beg.cordancevith this paragraph.

usedto determine the required amount of outside air 2. a. Except as provided in sutl.d, an air change rate of
d. Ventilation rates for occupancies mepresented inable ¢ 5 ‘changes per hour shall be provided in each space.
364.0403shallbe determined by an approved engineering analy b. The airchange air rate under this subsection shall be-deter
sis,or by using the most similar occupancy in the table. minedu on either%he actual height of the space or 10ffeet
(b) Adjacent spaces with differing ventilatioequirements. P 9 p

1. Except as provided in sutl, spaces with diérent ventilation N floor level of the space which ever is less. . _
requirementshall be provided with a complete solid separation, €. The air movement providing the required minimum air
or the moststringent ventilation requirement shall apply to al¢hangeshall be that amount thattisnsferred through the air han

unseparatedreas. dling equipmentwhere the return air is diluted or replaced with

2. The separation as specified in subds not required where Outsideair and supplied back to the space.
an engineered ventilation design system will prevent the con d. Air change rate of less than 6 air changes per hour-is per
centrationof contaminants from exceeding that obtainable by pronittedwhere mechanical cooling is providedmaintain an inte
viding a physical separation. rior design temperature of For lower The airchange rate may

(c) Exceptions for certain occupancies. ‘Toilet rooms.” A hotbe less than the alternative minimum air chamagee per hour
toilet room that has only one water closet or urinal and no bathtiecifiedin Table 364.0403. Air changes are not requirebeto
or shower may be provided with either natural ventilation via Rrovidedfor spaces required to be mechanically exhausted.
window or louvered opening with at least 2 square feet of area(6) SvsTem opERATION. Substitute the following wording for
openabledirectly to the outside or mechanical exhaugsitilation the requirements in IMC section 403.5he minimum flowrate
asspecified in able 364.0403. of outdoor air that the ventilation system musthpable of sup

2. ‘Janitor closets.” A janitor closet that has only one servigaying during its operation may be based on the rateppeson
sink may be providedvith either natural ventilation via a window indicatedin Table 364.0403 and the actual number of occupants
or louvered opening with at least 2 square feet of area openahlesent.
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SPS 364.0403 WISCONSINADMINISTRATIVE CODE 42
Table 364.0403
Ventilation Requirements
Occupancy Classification Estimated Maximum Exhaust® Common \entila-
Occupant Load (per (cfm/net sq. ft. tion System
sons per 1,000 sq. ft3 floor area) Alternative —
Minimum AC
Rate per hour
with A/C
Correctionalfacilities
Sleeping room§ 20 NR 2.0
Dining halls 100 NR 2.0
Guard stations 40 NR 15
Dry cleaners, laundries
Coin-operated dry cleaners 8 NR 1.0
Coin-operated laundries 8 NR 1.0
Commercial dry cleaners NA 2.0 NR
Commercial laundries NA 2.0 NR
Storage, pick up 8 NR 1.0
Apartment laundry rooms NA 0.5 NR
Education
Auditoriums 150 NR 2.0
Classrooms 50 NR 2.0
Day care facilities 30 NR 2.0
Laboratories (science) 30 NR 2.0
Music rooms 50 NR 2.0
Special education 35 NR 2.0
Training shops 30 NR 2.0
Food and beverage service
Bars and cocktail lounges 100 NR 2.0
Cafeterias, fast food 100 NR 2.0
Dining rooms 70 NR 2.0
Kitchens (cooking¥!: € 20 NR 1.0
Healthclare facilities
Hospitals See s. SPS See s. SPS
Nureing homes See s. SPS 364.0300 364.0300 364.0300

Outpatient sugical facilities
Hotels, motels, resorts and dorms

Assembly rooms 120 NR 2.0
Bathrooms®: @ NA 35 cfm/room NR
Bedrooms footnote f NR 1.0
Conference rooms 50 NR 2.0
Dormitory sleeping areas 20 NR 1.0
Casinos NA 2.0 NR
Living rooms footnote f NR 1.0
Lobbies 30 NR 2.0
Industrial/Factory
Factories and machine shops 13 NR NR
Foundries 13 NR NR
Sawmills NA NR NR
Offices
Conference rooms 50 NR 1.5
Office spaces 7 NR 15
Reception areas 60 NR 15
Telecommunication centers and data 60 NR 1.5
entry
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Table 364.0403 - Continued
Ventilation Requirements

Occupancy Classification Estimated Maximum Exhaust® Common \entila-
Occupant Load (per (cfm/net sq. ft. tion System
sons per 1,000 sq. ft3 floor area) Alternative —
Minimum AC
Rate per hour
with A/C
Privatedwellings, single and multiple
Living areas 2 people for first bed NR 1.0
room plus one person
for each additional
bedroom
Kitchensd NA 100 cfm intermit NR
tent or 20 cfm
continuous
Toilet rooms and bathroonds NA Mechanical NR
exhaust capacity
50 cfm intermittent
or 20 cfm
continuousper
room!
Garages, separated by a solid wall for NA 100 cfm/ NR
each dwelling vehicle
Garages, common for multiple unfts NA 0.5 NR
Retail stores, sales floors and showrogm 8 NR 1.0
floors
Seasonal occupancies, camps and lodges
Dining and recreational areas 15 NR 1.0
Living and sleeping areas NA NR 1.0
Club houses 15 NR 1.0
Drive-ins 15 NR 1.0
Specialty shops
Automotive service and repair garages| NA 0.5 NR
Barber shops 25 NR 1.0
Beauty salon$ NA 0.5 NR
Car washes NA NR NR
Clothier, furniture specialty shops 8 NR 1.0
Florist shops 8 NR 1.0
Hardware, drugs, fabrics stores 8 NR 1.0
Supermarkets 8 NR 1.0
Sports and amusement
Ballrooms and discos 100 NR 2.0
Bleacher areas 363 or 18 in./person NR 2.0
Bowling centers (seating areas) 70 NR 2.0
Game rooms 70 NR 2.0
Ice skating rinks (indoor) 5 NR NR
Natatoriums NA 2.0 cfm/sq. ft. pool NR
area
Playing floor (gymnasiums) 30 NR 2.0
Roller skating rinks (indoor) 30 NR 2.0
Spectator areas (non-bleacher) 150 NR 2.0
Storage
Chlorine storage and handling rooms NA 2.0 NR
Enclosed parking garages NA 0.5 NR
Warehouses NA NR NR
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SPS 364.0403 WISCONSINADMINISTRATIVE CODE 44

Table 364.0403 - Continued
Ventilation Requirements

Occupancy Classification Estimated Maximum Exhaust¢ Common Ventila-
Occupant Load (per (cfm/net sq. ft. tion System
sons per 1,000 sq. ft3 floor area) Alternative —
Minimum AC
Rate per hour
with A/C
Theaters
Auditoriums 150 NR 2.0
Lobbies 150 NR 2.0
Stagesstudios 70 NR 2.0
Ticket booths 60 NR 2.0

Transportation
Platforms 100 NR 2.0

Waiting rooms 100 NR 2.0

Utility and public spaces

Elevator card" NA NR NR
Janitor closets NA 2.0or 78 cfm/sink NR
Locker and dressing roorfis NA 0.5 NR
Shower rooms NA 2.0 NR
Toilet roomsS:d NA 75 cfm/TF9Y NR
Workrooms

Bankvault 5 NR NR
Meat processing 10 NR NR
Pharmacy 20 NR 15
Photo studio 10 NR 1.0
Printing 13 footnote | NR

NA = not applicable; NR = none required; cfm = cubic feet per minute; TF = toilet fixtures (water closets and urinals); A/C = air conditioning
a Based upon net floor area.
b The ventilation rate is based upon cubic feet per minute per square foot of the floor area being ventilated.
¢ Mechanicakxhaust is required and the recirculation of air from these spaces that would otherwise be allowed by IMC section 403.2.1 is prohibited.
d Outdoorair shall be provided at the rate of 1.0 cfm/net sq. ft. floor aresmsfer air is permitted in accordance with IMC section 403.2.2.
e The sum of the outdoor and transfer air from adjacent spaces shalflitiersiutb provide an exhaust rate of not less than 1.5 cfm/sf.
f The minimum mechanical ventilation rate is 15 cfm/room of outside air
g Natural ventilation may be allowed under this section.
h Theclassification of a ‘beauty’ salon depends on the types of services provided. Only beauty salons routinely provide chemical processing of hair to
producetexture or color changes, or manicures or other services with a similar need for air-borne contaminant and odor control.
Enclosedparking garages are parking garages with less than 30% open areas in the total wall area enclosing trengkatge syétems in enclosed
parking garages shall comply with IMC section 404. A mechanical ventilation systemoshalrequired in garages having a floor area of 850 square
feetor less and used for the storage of 5 or fewer motorized vehicles.
j Refer to IMC chapter 5 for exhaust requirements based upon the chemicals used.
History: CR 00-179cr. Register December 2001 No. 5&F. 7-1-02;CR 01-135renum. (3) to be (3) (b),.a3) (a), (4) (a) 6. and (5) (d), am. (5) (@) 1. a., (c) 1.
and(6) Table;CR 01-139renum. (3) to (6) to be (4), (6), (8) and (9),(8), (5) and (7), am. (6)able, r andrecr (6) Register June 2002 No. 55. 7-1-02;CR 04-016
am. Table 64.040Register December 2004 No. 5&f. 1-1-05;CR 06-120r. (1), (4) (a),(6) (a) 3., 6. and (d), am. (2) (a) and (3), renum. (4) (b) to be &t)d recr(6)
(intro.), (@) 1., (8) and dble 64.040Register February 2008 No. §28. 3-1-08;CR 10-103r. (6) (c) 4., (9),.rand recrTable 64.0403, renum. (2) to (7), (8) to (1) to (6),
(5) (d) and amRegister August 2d1No. 668 eff. 9-1-11; correction in (2), (4), (5) () 1., 2. a., c., d., (c) 1., 2., 3., (d), Z6), Eble 346.0403 made underl8.92 (4)
(b) 7, Stats.Register December 20No. 672

SPS 364.0404 Minimum enclosed garage ventila - (b) If diesel-fueled vehicles are stored, the system is arranged
tion. (1) Substitute the following wording for the requirementso operate automatically upon detection of nitrogen dioxide at a
in IMC section 404.2: Automatic operation of the system shall netvel of one part per million (ppm) byutomatic detection devices.
reducethe ventilation rate below 0.05 cfm per square fOQt of the (c) The system includes automatic controls for providing
floor area and the system shall be capable of produciegtda  exhaustentilation at a rate of 0.75 cfm per square foot for at least
tion rate of 0.75 cfm per square foot of floor area. 5 hours in each 24—hour period.

(2) Thisis a department alternative to tieguirements in IMC ~ (d) The systenmaintains the garage at negative or neutral
sections404.1 and 404.2: Mechanical ventilation systdors pressureelative to other spaces.
enclosedparkinggarages are not required to operate continuouslyHistory: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR

wherethe system conforms to all of the following: 01-139r. and recr(1) Register June 2002 N658 eff. 7-1-02;CR 06—120r. and
y . 9 . recr.Register February 2008 No. §28f 3—1-08;CR 10-103am. (1) and (2) (c)
(a) The system isarranged to operate automatically UPORegisterAugust 201 No. 668 eff. 9-1-11.

detectionof carbon monoxide at a level of 35 parts per million
(ppm) by automatic detection devices.
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SPS 364.0407 Chemical and septic toilets.  Thisis a anyother means that provide a liquid—tigietal at 1500 and that
departmentule in addition tathe requirements in IMC section arelisted and labeled for the application.

400: Chemical or septic toilets and composting privies are prohib (b) This is a department rule in addition to the requireniants

ited in spaces underegative pressure.oilet rooms with chemi  |MC section 506.3.2.: Duct joints may also be flanged joints.

cal or septic toilets shall be provided with natural ventilation via (c) The requirements of IMC section 506.3.2.5 ant

a window; louver or skylight with at least 2 square feet of are@cludedas part of this chapter

openabledirectly to the outside. The opening shall be providedyistory: cR 00-179 cr. Register December 2001 No. 558, 7-1-02;CR

with a screen to limit the passage of insects and vermin. 06-120r. (1) and (2) (c), am. (2) (title) and (a)and recr(2) (b), cr (2) (bm)Register
History: CR 10-103cr. Register August 201No. 668 eff. 9-1-11. February2008 No.626 eff. 3-1-08,CR 10-103renum. (2) (bm) to be (2) (c) and

am.Register August 2a1No. 668 eff. 9-1-11.

SPS 364.0501 General. (1) Substitute the following . .
wording for the requirements in IMC section 501.This chapter _ SPS ~ 364.0507 Commercial ~ kitchen  hoods.
shall govern the designpnstruction and installation of mechani (1) CAPACITY OFHOODS. Substitute the following wording for the
cal exhaust systems, including exhaust systems serving clotffgoductoryparagraphin IMC section 507.13: Commercial food
dryersand cooking appliances; environmental air exhaust Sys:,e.rwceh.oods shall exhaust a minimum net quantity of air eeter
tems;hazardous exhaust systems; dust, stock and refuse conv8y@ed either through engineering analysis or in accordaithe
systems;subslab soil exhaust systems; smoke corsystems; this subsection and IMC sections 507.13.1 through 507.13.4. The

eneravrecovery ventilation systems and other svstenesified Ne€tquantity of exhaust air shall be calculated by subtracting any
in IM%/ Sectiony502. ¢ ySIopEe airflow supplied directly to a hood cavity frothe total exhaust

o : : ; te of a hood. Where any combinationhefvy—duty
(2) Thisis adepartment exception to the requirements in IM(@OW.ra - . . : »
section501.3: Amechanically exhausted room or space that jacdium—dutyand light-duty cooking appliances antilized

P : . P : . dera single hood, the exhaust rate required by IMC sections
within a dwelling unit which is served an independent heating, un . -
ventilatingand air conditioning system®t required to be main 507d:é3.1hthtr10u%h ﬁOﬁ.éSA foc; ]Ehe Eeawe_st ﬂutydappllance cov
tainedwith negative or neutral pressure. erecby the hood shall be used tor the entire hood.

. P ; (2) DiSHWASHING APPLIANCES. The requirements of IMC sec
in I(hij)c'l:;i?i%a;]resgfpzaitment rulés addition to the requirements tion 507.13.5 are not included as part of this chapter

. o History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR
(a) Gravity ventilation ducts shall extemdt less than 2 feet 01-139 am.Register June 2002 No. 55&F. 7-1-02;CR 04-016renum. to be (3)

abovethe highest portion of the building within a 10—foot radiugndam., cr (1) and (2Register December 20040.588, ef. 1-1-05;CR 06-120
of the duct and shall be provided with a siphon roof ventilator " 2"d ecrRegister February 2008 No. 628. 3-1-08.

(b) Where barometric relief vents are installed on the thef, SPS 364.0513 Smoke control systems.  Substitute the
dischage openings shall be no less tf2fieet above the roof sur fo|lowing wording for the requirements in IMC secti&h3.3: In
facewhere the vent pierces the roof. additionto the inspection and test requirements which buildings,

(5) Substitutethe following wording for the requirements instructuresand parts thereof are required to ugdeismoke con
IMC section 401.6:Stationary local sources producing air-bornerol systems subjetd the provisions of section 909 of fiméerna-
particulatesheat, odorsfumes, sprayapors, smoke or gases intional Building Codeshall undego inspections and tests ftient
such quantities as to ligurious to health shall be provided withto verify the proper commissioning of the smoke control design
anexhaust system in accordance with IMC chapter & means in its final installed condition. The design submission accempa
of collection and removal of the contaminants. Such exhaust shgling the construction documents shall clearly detail procedures
dischargedirectly to an approved location at the exterior of thandmethods to be used and the items subject to such inspections
building. andtests. Such commissioning shall be in accordance with-gener

O6Hi152tgry: gR ,O?—1F79bcr. Regi&t)%rNDe%%bfrlzgglcgoiosﬁg-1-02:tCE ally acceptedbngineering practice and, where possible, based on
- am.register Fepruary 0. —1-00] —1035 renum. to be H : 5 H
), ¢t (1), (3), (5) renum. from Comm 64.0401 (5), (6) andiewister August2a1  Publishedstandards for the particular testing involved.

No. 668 ef. 9-1-11; corrections in (3) and (5) made undet392 (4)(b) 2, Stats., History: CR 04-016cr. Register December 2004 No. 5&ff. 1-1-05.
RegisterAugust 201 No. 668

. . SPS 364.0514 Energy recovery ventilation sys -

SPS 364.0502 Required systems. (1) Substitute the tems. This is adepartment exception to the prohibitions in IMC
following wording for therequirements in IMC section 502.1: Ansection514.2: Anengineered engy recovery ventilation system
exhaussystem shall be provided, maintained and operated as sfigsignmay beused in the systems specified in IMC section 514.2
cifically required by this section and for all occupied areas wheggoyided that corrosion, cross-contamination and fouling are
machines,vats, tanks, furnaces, fes, salamanders and othegqdressedby the engineered system.
appliances, equipment and processes In S_UCh areas prqducem)gtory; CR 06-120 cr. Register February 2008 No. 626ff. 3-1-08;CR
throw off dust particlesuficiently light to float in the air or which 10-103 am.Register August 2d1No. 668 eff. 9-1-11.
emit heat, odors, fumes, spragas or smoke, in such quantities to ) . )
beinjurious to health or safety SPS 364:0601 G'eneral. Su'bstltutethe foIIowmg W(?rdlng

(2) Thisis a department exception in addition to the exceréor t_rgje requirements 'rf‘ 'MCI:( sectlc_)nfGOl.ZhExcteptlotn 1: Useofa
tions in section IMC 502.14: The source capture system is f@f'00ras a source of maxeup air ior exnaust systems in rooms
requiredwhen the motor vehicle exhaust system is connecti}ftopen directly onto suctorridors shall be permitted provided
directly to a noncombustible hose that is not more than 10 f gﬁﬁghrgfecgfcﬁ.rgfgﬂng'rrfacﬂé’ns?r%ﬂ'{etﬂgvggrﬁﬁ c?rt a rate greater
Ior’\1‘g a.nd dischages directly to the exte”or of the building. _ History: CR 06-120 cr. Register February 2008 No. 62éff. 3-1-08;CR

ote: Under s.SPS 361.03 (14) (a)FC section 2217 exempts a natural-gas 10-103 am.Register August 21No. 668 eff, 9-1-11
motor-vehicleepair garage from the requirements of IMC section 50Rribwork ‘Reg 9 : : ’

is performed on the fuel system in the vehicles, and the work is also limited to . .
exchangingparts and maintenance that does not include any open flame or welding. SPS 364.0602 Plenums. Substitute the followingvord-

History: CR 00-179 cr. Register December 2001 No. 5%f. 7-1-02;CR  ing for the requirements, but ntite exceptions, in IMC section
10-103 renum. to be (1), c(2), Register August 2d1No. 668 eff. 9-1-11. 602.2.1: Except as required by Sections 602.2.1.1 through
SPS 364.0506 Commercial kitchen grease ducts 622|.|2H1.5,m?|terlals Wlthan_ p(ljenunfws shdle n%ncorznbustlble or

and exhaust equipment.  (2) JOINTS, SEAMS AND PENETRA  Shallhave a flame spread index of not more than 25 anooke—

TIONSOFGREASEDUCTS. (@) This is a department alternative to thgevelopedndex of not more than 50 when tested in accordance

. ; ; ; with ASTM E84, CAN/ULC S102.2 or UL 723.
requirementsput not the exceptions, in IMC section 506.3.2. istory: CR 06-120 cr. Register February 2008 No. 626f. 3-1-08:CR

Joints,seams and penetrations of grease ducts may be made witho3 am.Register August 2a1No. 668 eff. 9-1-11.
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SPS 364.0606 WISCONSINADMINISTRATIVE CODE 46

SPS 364.0606 Smoke detection system control. SPS 364.1001 Boilers, water heaters and pressure
(1) Thisis a department informational note to be used under IM@ssels. Substitute the following wording for the requirements
section606.2.1: andexceptions in IMC chapter 10:
Note: For DHS licensed healthcare facilities as specified inRRS 124 131, (1) The provisions of chSPS341 shall govern the instala
132 and134 also refer to NFR standard 90A section 4-4.2A for air handling unitstiOrl alteration and repair of boilers and Is. Th
betweer2,000 cfm and 15,000 cfm. N, p pressure vessels. The pro
RN eman em ionsof chs.SPS 3810 386 shall govern the installation, aker

L. . . i
IMéZ)Se'I;Q;Sr%%gipartment informational note to be used undé{?on and repair of water heaters.

Note: For DHS licensed healthcare facilities as specified inRhS 124 131, (2) Waterheaters utilized both 1;0 Squly_ po_table hot WatEf_
132, and134, also refer to NFR standard 90A section 4-3.2 for smoke damjsrs ~ Provide hot water for space—heating applications shall be listed
lating air handling units. andlabeled by the manufacturer and shall be installed in accord
History: CR 00-179cr. Register December 2001 No. 5&f. 7-1-02. ancewith the manufacturés installatiorinstructions and applica
) ) ble provisions in chsSPS 3810 386.
SPS 364.0607 Ducts and air-transfer openings. (3) Water heaters utilizefbr both potable water heating and

(1) PENETRATIONS OF SHAFT ENCLOSURES. This is a @partment gspace-heatingpplications shall be sized to prevent the space-

exceptionto the requiremerg in IMC sction 607.5.5 Smoke heatingload from diminishing the required water—heating capac
dampersare rot required in ducts that are sed in the echaus por-  jty.

tion of laboratoy ventilating systens which ae designe and History: CR 00-179 cr. Register December 2001 No. 55. 7-1-02;CR
installedin accordane with NFPA 45. 06-120r. (4) Register February 2008 N626, eff. 3-1-08; correction in (1), (2)
L. madeunder s13.92 (4) (b) 7.Stats.Register December 20No. 672
(2) SMOKE DAMPERS IN HEALTH CARE FACILITIES. This is a
departmenexception to the requirementsiMC section 607.5.4: SPS 364.1101 Refrigeration.  Substitute thdollowing
Smokedampers are not required in Group 1-2 duct penetrationsrding for the requirements and exceptions in IMC chapter 1

of smoke barriers in fully ducted B systems. Mechanicalrefrigerating systems installed in public buildings and
History: CR 04-016 cr. Register December 2004 No. 588 1-1-05;CR  placesof employment shall comply with cBPS 345
06-120r. and recrRegister February 2008 No. 624f. 3-1-08. History: CR 00-179cr. Register December 2001 No. 5%F. 7-1-02; corree

tion made under 4.3.92 (4) (b) 7.Stats.Register December 20No. 672

SPS 364.0801 Chimneys and vents. (1) This is a

; . SPS 364.1500 Referenced standards. (2) This is a
departmentnformational note to be used under IMC chapter 8; ; - . . .
Note: For DHS licensed healthcare facilities as specified inRHRS 124 132, departmentule in addition to the requirements in IMC chapter 15

and134, also refer to NFR 211 as adopted in these chapters. The following standards are hereby incorporated by reference into
(2) Thisis a department rule in addition to the requirements fRiscode: ) )

IMC section 801.2: Portable or permanently installed, fuel-fired, (&) FGI Guidelines for Design and Construction of Health Care

unventecheating appliances, except during construction or demfoacilities, 2010. _ _ _ _

lition of a building if the appliances are provided in accordance (b) UL 197-93,Commercial Electric Cooking Appliances —

with ch.SPS 314 With Revisions Through January 2000.

Note: See sSPS 365.062for use of portable, gas—fired, unvented headipgli (c) CAN/ULC S102.2-03, Surface Burning Characteristics of
ances. . Floor Covering and Miscellaneous Materials, 2003.
O4|jz)sltgrgfn (CZ?R%%TS%Z? Séczﬁqgézﬁeéo%icﬁg %%229%_’6‘8(:%?6_71_210_;% ((:ZR) Note: FGI guidelines may be purchased from The Facility Guidelines Institute,
cr. (3) Register February 20080. 626 eff. 3-1-08;CR 10-103r. (3) Register 1919McKinney Avenue, Dallas, TX 75201. ) . .
August2011 No. 668 ef. 9-1-11; correction in (2) made under18.92 (4) (b) 7. UL standards may be purchased frdmderwriters Laboratories, Inc., 333 Pfing
Stats. Register December 20No. 672 stenRoad, Northbrook, IL 60062-2096.

CAN/ULC standards may be purchased from Underwriters Laboratories of Can
. . ada, 7 Underwriters Roadointo ON, M1R 3B4.
SPS 364.0918 Forced—-air warm-air furnaces. Copiesof the standards adopted under ggstion are on file in thefifes of the
(1) Thisis a department rule in addition to the requirements ilgpartmenand the legislative reference bureau.

; . i [ i History: CR 00-179 cr. Register December 2001 No. 55. 7-1-02;CR
IMC section918.6: The outside air intake openings shall —-139 am.Register June 2002 No. 55f. 7-1-02;correction in (1) made under

locatedat least 12 inches vertical from the adjoining grade level.13.93 (2m) (b) 7., StatRegister April 2003 No. 56€R 04-016r. and recr(2)

(2) Substitutethe following wording for the requirements infXegisteDecember 2004 No. 588f. 1-1-05:CR 06-120r. (1), am. (2) (), c(2)
IMC section 918.6 item 2: Where located less than 10 feet abé\C\)@RE%Izsct)?lr E%?%Jgé)g%ogﬁl@& 6281 3-1-08:CR 10-103am. (2) (@)Register
the surface of any abutting public way or driveway at grade ) )
level by a sidewalk, street, alley or driveway SPS 364.1600 Appendices. IMC Appendices A and B

History: CR 00-179 cr. Register December 2001 No. 55, 7-1-02;,CR  arenot included as part of this chapter
10-103r. (2), renum. (3) to be (Begister August 2A1No. 668 eff. 9-1-11. History: CR 00-179cr. Register December 2001 No. 5%&. 7-1-02.

Published under s. 35.93, Stats. Updated on the first day of each month. Entire code is always current. The Register date on each

RegisterOctober 2015 No. 718 page is the date the chapter was last published.
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